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POLYMER SOLUTIONS LIMITED SHENZHEN POLYMER SOLUTIONS LIMITED
TEL: (00852) 31651678 FAX: (00852) 31651676 TEL: (0755) 83410310  FAX: (0755) 83410224
Component - Plastics [guide info] E65495

EVONIK INDUSTRIES AG

Kirschenallee, Darmstadt 64293 DE

S-10-(x)(f1), BN-(x)(f1)

Polymethyl Methacrylate (PMMA), "PLEXIGLAS or ACRYLITE", furnished as Granules

Min Thik Flame RTI RT1 RTI

Color (mm) Class HWI HAI Elec Imp Sir

ALL 19 HB - - 90 90 90
Comparative Tracking Index (CTI): - Inclined Plane Tracking (IPT): -
Dielectric Strength (kv/mm): - Volume Resistivity (10% ohm-cm): -
High-Voltage Arc Tracking Rate (HVTR): - High Volt, Low Current Arc Resis (D495): -

Dimensional Stability (%): -
(f1) - Suitable for outdoor use with respect to exposure to Uliraviolet Light, Water Exposure and Immersion in accordance
with UL 746C.
(x) - Denotes an optional three digit suffix, 001-999, indicating color.
NOTE - In the US, EVONIK ROEHM GMBH uses the designation "ACRYLITE or ROHAGLAS" instead of "PLEXIGLAS". In
China, EVONIK ROEHM GMBH uses the designation "PLEXIGLAS or ROHAGLAS" instead of "ACRYLITE".

ANSIUL 94 small-scale test data does not pertain to building materials, fumishings and related contents. ANSI/UL 94 small-
scale test data is intended solely for determining the flammability of plastic materials used in the components and parts of end-
product devices and appliances, where the accepiability of the combination is determined by UL.

Report Date: 1977-07-13 &
Last Revised: 2011-07-22 ©2016 UL LLC “
IEC and ISO Test Methods

Test Name Test Method Units ThKk {mm) Value
Flammability IEC 60695-11-10 Class (color) 15 HB75 (ALL)
Glow-Wire Flammability (GWFI) IEC 60695-2-12 C - -
Glow-Wire Ignition {(GWIT) IEC 60695-2-13 C - -

IEC Comparative Tracking Index IEC 60112 Volts (Max) - -

IEC Ball Pressure IEC 60695-10-2 C - -

ISO Heat Deflection (1.80 MPa) ISO 75-2 C - -

IS0 Tensile Strength IS0 527-2 MPa - -

ISO Flexural Strength IS0 178 MPa - -

ISO Tensile Impact IS0 8256 KJIm2 - -

ISO Izod Impact ISO 180 Kim2 - -

ISO Charpy Impact IS0 173-2 kJim? - -

http://www.hkpsl.net (Technical Department.ZZ) 1/1 ];_‘E.H ﬁt;& ﬁﬁ% f@?ﬂ‘]ﬁﬁﬁ?



