
Photoelectric Motion Sensor PI R-045
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MODEL

INPUT/
OUTPUT

FUNCTION

OTHERS

CURRENT CONSUMPTION

OPERATING VOLTAGE

SENSING ANGLE

SENSING DISTANCE

WORKING PURPOSE

OUTPUT DIM 

STANDBY BRIGHT

DELAY OFF TIME

DIMMING MODE

OPERATING TEMPERATURE

MATERIAL

OPERATING HUMIDITY

DIMENSION

PACKING

10%, 20%, 30%, 50%

20s, 1 min, 3min, 5min

gradually ON and OFF

-10 ~ +40℃

35 ~ 85% RH non-condensing

PC

60*71.3mm (D*H)

78g; 160pcs/13.6Kg

Day / Night

External applied voltage:10V max. ; Sink current : 5mA max.

≦18mA

DC12~24V

120°

6M

PIR-045

ENVIRONMENT
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FUNCTION

CONNECTION

POWER

DIMMER

12-24VDC

DIM(+)

DIM( -)

12-24VDC

DIM(+)

DIM( -)

Sensitivity adjustment of 

photoelectric sensor

Brightness level at standby

condition

Determines how long the 

PIR keep output “high”

after detecting motion



0~10V

UP TP 10 DEVICES
Synchronous purpose
only use when parallel 
connected180~277VAC

180~277VAC

TO TB3 PIN1

TO TB3 PIN2
DIM+

DIM-

LED

LED
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Photoelectric Motion Sensor PI R-045

LCM

LCM
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※ Factory setting at day/20s/10%

GND

GND



Mechanical Specification Unit:mm
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