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Mini560 PRO 12V

Model n: Mini560 PRO

Edition 12v
Output voltage 14V-32v
<5A

Output cufrerit

Differential pressure >2V
Switching frequency S00KHz
[Conversion efficiency| 95%
Sl -40°C to +85°C
Size 33*18*5.4 (mm)

Module Properties Non-isolated depressurization

Rectifier mode Synchronous rectification
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If power indicator 1 light is needed This
pad needs to be short circuited

Power indicator light(red)
(Not used by default)

Enabling end (High level
open -ow level shutdown)
Open by default
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Mini560 PRO 3.3V

Edition 3.3V
Output voltage 5.5v-32v
<5A

Output cufrerit

Differential pressure >1.7V
Switching frequency S00KHz
[Conversion efficiency| 95%
Sl -40°C to +85°C
Size 33*18*5.4 (mm)

Module Properties Non-isolated depressurization

Rectifier mode Synchronous rectification
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Mini560 PRO 5V

Edition 5V
Output voltage 7Vv-32v
<5A

Output cufrerit

Differential pressure >2V
Switching frequency S00KHz
[Conversion efficiency| 95%
peten -40°C to +85°C
Size 33*18*5.4 (mm)

Module Properties Non-isolated depressurization

Rectifier mode Synchronous rectification
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Mini560 PRO 9V

Edition 9V
Output voltage 11v-32v
<5A

Output cufrerit

Differential pressure >2V
Switching frequency S00KHz
)@ OUT+
Y |Conversion efficiencyl 95%

Mini 560 PRO o -40°C to +85°C

E - Size 33*18*5.4 (mm)

Module Properties Non-isolated depressurization

Rectifier mode Synchronous rectification





