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DEGSON ELECTRONICS CO.LTD.

DG1716-B
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® Screw connection technology with spring
washer.

e Excellent anti-vibration performance.

e Brass pin header,meet the requirement of
UL C class 600V/75A.

® Use OT/U ferrules to connection.
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AR ZS%] Technical data APPROVAL: C€

A= R 3y IEC609473 K24 (IEC60947 data sheet) UL10595 K247 (UL1059 data sheet)
Model W'&ﬁéﬁnﬂ: < Poles | B3/%(V) Rated voltage | EBjfit(A) Rated current | EB/%(V) Rated voltage | EBjfii(A) Rated current
DG1716-B 26-4/0.1-20 04-12P i < 600 75
R AT Application BISYJEE Cross reference

TWBm, BAOBS. HeERETL.

Industrial automation electric power,new energy. DEGSON | [E{71/Competitor1| [FE]{72/Competitor2
| Mo | DG1716-B - =
03T 4K
~miJ& How to order
~XXP 0] —
F‘:nn@ %53 Packing Cicilbi ov XP Stancard
|
Product model Pcs./Pkt. Product model Pcs /Pkt Series NO. NO. of pole
DG1716 B O4P 100 DG1716 B 1OP 1 Single pitch JBFE General Color
DG1716-B-05P 80 DG1716-B-11P 50 2 oouviepien 3 [T 7 ToNE 419
DG1716-B-06P 80 DG1716-B-12P 40 e ——
DG1716-B-07P 80
DG1716-B-08P 60
DG1716-B-09P 60
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