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DEGSON ELECTRONICS CO.LTD,

DG271V-3.5

o PUSH-IN3#EREZ , ATH , BEERE
o BEH 1 907,
BARZRE : 1.5mm’
® Push-in spring cage technology tool free
fast connection.

e Wiring direction :90°.

e MAX.wire range : 1.5mnv
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FARZS%] Technical data APPROVAL: C€

i &R Ry IEC60947HK£4{ (IEC60947 data sheet) UL1059F R &2 (UL1059 data sheet)
Model Wl(mé,an € Poles | B3/%(V) Rated voltage | F3i7i(A) Rated current | E3/%(V) Rated voltage | F3i7i(A) Rated current
DG271V-3.5 22-6/0.2-1.5 01-24P 200 17.5 300 10

RIB{TI Application

T B, BIR , BAOBS , (XEEINE
HeeR |, BEETL,

Industrial automation,power supply,electric power
instrument,new energy,elevator.

BISYIEE Cross reference

DEGSON

E{71/Competitor1

[E{72/Competitor2

DG271V-3.5

SPT1.5/X-V-3.5

P miJ &8 How to order
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Serils NO. NO. of pole

DG271V-3.5-01P DG271V-3.5-07P 4 single pitch A General Color

DG271V-3.5-02P 50 DG271V-3.5-08P 50 2 oowviepitcn 4 [T PANTONE sseC
DG271V-3.5-03P 50 DG271V-3.5-09P 50 HERSON. 04
DG271V-3.5-04P 50 DG271V-3.5-10P 50
DG271V-3.5-05P 50 DG271V-3.5-11P 50
DG271V-3.5-06P 50 DG271V-3.5-12P 50
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