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® Push-in spring technology,two input and one output.

e Compact design and front entry make it possible for
wiring in enclosed space.

® Protecting earth function is available.

® Max.wire range:1.5mm2
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FAR S Technical data APPROVAL: C€

ma 412 Wirerange 4%y  |EC60947R£4 (IEC60947 data sheet) UL10595% R £4 (UL1059data sheet)
Model (AWG/ mm? ) Poles gg%(V) Rated voltage F3i7i(A) Rated current E3JE(V) Rated voltage EEjfi(A) Rated current
DS1.5-TW 26-16/0.5-1.5 01P 500 17.5 300 15

DS1.5-TW-PE 26-16/0.5-1.5 01P = = =

RIFB{TI Application
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Industrial automation,electric power,elevator,
instrument,new energy.
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BISYIEE Cross reference

DEGSON [E1T1/Competitor1 [E472/Competitor2
DS1.5-TW PT1.5/S-TWIN -
DS15-TW-PE  PT1.5/S-TWIN-PE =

P amiJ &8 How to order
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Product model Pcs./Pkt. Product model Pcs./Pkt. _@ P_ _
DS1.5-TW 50 DS1.5-TW-PE 50 \ -1
Series NO. NO. of pole
4 Accessory o AT
2 Double pitch 1 S PANTONE  430C
DEGSON 01
ﬁ ostsTwere— (0] 1P — 110 —* Lol
|
| Series NO. NO. of pole
1 single pitch iR General Color
2 Double pitch Cc ol PANTONE
D-DS1.5-TW DFB1.5 L e
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