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DEGSON ELECTRONICS CO.,LTD.

WS2.5T-DB...10AH/100AH

o BIHEENE , RIFHITURIE

o RIEHEEMSAHEEH AN ;

rEFE  BEREGEEK ;

o RRALR:2.5mm?,

e Excellent shock proof performance
thanks to the spring-cage structure;

o Provide two types : fixed foot and no
fixed foot;

¢ Have smooth marking surfaces,
meet the requirement of fast sticker;

o Max. wire range:2.5mm?.
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WS2.5T-DB-10AH WS2.5T-DB-100AH

e IDICENIDEIEN  APPROVAL: Cé

A= 1R sy IEC60947HAS K (IEC60947 datasheet) UL1059%ARS# (UL1059 datasheet)
Model Wire range Poles | H3E(V) Rated voltage | EB3(A) Rated current | EBJE(V) Rated voltage | EBj7i(A) Rated current
WS2.5T-DB-10AH 0.2-2.5mm*/28-14AWG |1P-XXP 800 24 300 15
WS2.5T-DB-100AH 0.2-2.5mm*/28-14AWG |1P-XXP 800 24 300 15
FiAfTIk Application RIS YJHEB Cross Reference

IilLEZ_.JWG\ Wi&\‘ BB, EEJJ BSETIL, . DEGSON [&471/ Competitor1 [E472/ Competitor2

Industrial automation,mechinery,elevator,electric power etc . WS2 5T-DB._10AH 261-1XX —
WS2.5T-DB...100AH 261-1XX -
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(wszeoe |10 P— 100 — Bt

Series No. No.of Pole
1 Single pitch iEM & General Color

; PANTONE ~ 430C

. 2 Double pitch 1 Grey S
| = | a=x= PANTONE 3015U
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Product model Pcs./Pkt. 5 [T PANTONE 167C

WS2.5T-DB-01P...10AH/100AH 100
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